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LUBRICATION5

A. LUBRICATION WITH LUBRIFLUID

•	Shake the Lubrifluid before use.
•	Select the Lubrifluid nozzle 1  *
•	Keep the tip of the instrument pointing  

down and protect it with an absorbent cloth.
•	Activate the Lubrifluid. 
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STERILIZATION6

B. PLACE THE CONTRA-ANGLE IN A STERILIZATION BAG

C. STERILIZE IN ACCORDANCE WITH THE 
MANUFACTURER‘S INSTRUCTIONS

•	Only instruments bearing the  symbol  
can be sterilized in an autoclave.

 �Only sterilize instruments which have been  
properly cleaned, dried and lubricated.
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C. INTERNAL AND EXTERNAL  
CLEANING AND DRYING WITH SPRAYNET

•	Shake the Spraynet before use.
•	Select the appropriate Spraynet nozzle 1  *
•	Keep the tip of the instrument pointing down  

and protect it with a sterile non-woven cloth.
•	Activate the Spraynet.

MANUAL CLEANING AND DRYING4
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•	Dry the exterior of the contra-angle  
with a cloth soaked in Spraynet.

 �Always dry the device. 

MAINTENANCE
 OF CONTRA-ANGLES

*All the attachments are shown on the last page of this document.

You can download the full instructions from: https://dental.bienair.com/ifu
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MAINTENANCE
ACCESSORIES

LUBRICARE 2
Maintenance system
REF. 1601156-001

1

SPRAYNET
500 ml cleaning spray
Pack of 6
REF. 1600036-006

1

LUBRIFLUID
500 ml lubricant
Pack of 6
REF. 1600064-006


