Lubricant Spray PUBLICATION DATE: 04/15/2011
BTE C H Safety data sheet REVIEW DATE: 03/22/2024
according to 1907/2006/EC (REACH), REVISION NUMBER: 05

453/2010/EC, 2015/830/EU

SECTION 1: IDENTIFICATION OF THE SUBSTANCE OR MIXTURE AND OF THE COMPANY OR UNDERTAKING

1.1  Product identifier: 3TECH LUBRICANT SPRAY (500ML)

1.2 Relevant identified use of the substance:

Relevant uses: Lubricant

Uses advised against: Any use not specified in this section or in section 7.3
1.3 Safety data sheet supplier details:

Manufacturer Distributor

J.Ripoll SL CADENCE

C/Rio Tiétar N°20, Pol.Ind.El Nogal 2 bis, Lou Roadp

28119 Algete-Madrid-Spain 23290 Tremblay-en-France
Tel.: +34 916289399 France

info@dentaflux.com www.dentaflux.is
1.4 Emergency telephone number:+34916289399

SECTION 2: HAZARDS IDENTIFICATION

2.1 Classification of the substance or mixture:
Regulation No. 1272/2008 (CLP):
The classification of this product has been carried out in accordance with Regulation No. 1272/2008 (CLP).

Aerosol 1: Pressurized container: May burst if heated, H229
Aerosol 1: Flammable aerosols, Category 1, H222

2.2 Label elements: Regulation No.
1272/2008 (CLP):Danger

®

Hazard statements:

Aerosol 1: H229 - Pressurized container: May burst if heated
Aerosol 1: H222 - Extremely flammable aerosol

Cautionary advice:

P101: If medical advice is needed, have product container or label at hand

P102: Keep out of reach of children

P210: Keep away from heat, hot surfaces, sparks, open flames and other ignition sources.

No smoking

P211: Do not spray on an open flame or other ignition source.

P251: Do not pierce or burn, even after use.

P410+P412: Protect from sunlight. Do not expose to temperatures exceeding 50°C/122°F.

P501: Dispose of contents and/or container using the selective collection system provided in your municipality.
Other hazards:

23 Not relevant

3.1 Substance:Not

applicable Mixtures:

3.2 Chemical description:

Components: Aerosol
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According to Annex II of Regulation (EC) No 1907/2006 (point 3), the product presents:

SECTION 3: COMPOSITION/INFORMATION ON INGREDIENTS (continued)

CAS: 8042-47-5 Whitemineraloil,7<v<=20.5mm2/s(40°C) Self-classified

EC: 232-455-8 50- <75%
Index: Not applicable Asp.Tox.1:H304- Danger
REACH:01-2119487078-27-XXXX

For further information on the dangers of the substance, see sections 8, 11, 12, 15 and 16.

SECTION 4: FIRST AID

4.1 Description of first aid:

Symptoms resulting from poisoning may appear after exposure, so if in doubt, whether you are directly exposed to the chemical or if
discomfort persists, seek medical attention and show the SDS for this product.
By inhalation:

This product does not contain substances classified as hazardous by inhalation. However, if symptoms of poisoning occur, remove
the affected person from the exposure area and provide fresh air. Seek medical attention if symptoms worsen or persist.

By skin contact:

This is a product that does not contain substances classified as dangerous in contact with the skin, however, in case of contact it is
recommended to clean the affected area with water and neutral soap.

By contact with eyes:

This product does not contain substances classified as hazardous in contact with the eyes. Rinse for at least 15 minutes with
plenty of water at room temperature, avoiding rubbing or closing the eyes.
By ingestion/aspiration:

Do not induce vomiting. If vomiting occurs, keep the person's head tilted forward to prevent aspiration. Keep the affected person
at rest. Rinse the mouth and throat, as they may have been affected by ingestion.

4.2 Main symptoms and effects, both acute and delayed:
Acute and delayed effects are as indicated in sections 2 and 11.

4.3 Indication of any medical attention and special treatments that should be provided immediately:
Not relevant

SECTION 5: FIREFIGHTING MEASURES -

5.1 Extinguishing media:

Preferably use multipurpose powder extinguishers (ABC powder), alternatively use physical foam or carbon dioxide (CO2)
extinguishers, in accordance with the Fire Protection Installation Regulations (RD1942/1993 and subsequent amendments). It is
NOT RECOMMENDED to use a jet of water as an extinguishing agent.

5.2  Specific hazards arising from the substance or mixture:
As a result of combustion or thermal decomposition, reaction byproducts are generated that can be highly toxic and,
consequently, can present a high risk to health.

5.3 Recommendations for firefighting personnel:
Depending on the magnitude of the fire, the use of full protective clothing and self-contained breathing apparatus may be

necessary. Have at least emergency facilities or response elements (fire blankets, portable first-aid kit) in accordance with Royal
Decree 486/1997 and subsequent amendments.

Additional provisions:
Act according to the Internal Emergency Plan and the Information Sheets on how to respond to accidents and other emergencies.

Eliminate all sources of ignition. In case of fire, cool containers and storage tanks for products susceptible to ignition or explosion
due to high temperatures. Avoid spillage into the aquatic environment.
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SECTION 6: ACCIDENTAL RELEASE MEASURES

6.1 Personal precautions, protective equipment and emergency procedures:

Isolate leaks as long as they do not pose an additional risk to the personnel performing this function. In case of potential exposure
to the spilled product, the use of personal protective equipment is mandatory (see section 8). Evacuate the area and keep
unprotected personnel away.

6.2 Environmental precautions:

Product not classified as environmentally hazardous. Keep away from drains, surface water, and groundwater.
Containment and clean-up methods and materials:

6.3 It is recommended:
Absorb the spill with sand or an inert absorbent and remove it to a safe place. Do not absorb with sawdust or other
combustible absorbents. For disposal considerations, see section 13.
References to other sections:

6.4

See sections 8 and 13.

SECTION 7: HANDLING AND STORAGE

7.1  Precautions for safe handling:

A.-General precautions
Comply with current legislation regarding occupational risk prevention. Keep containers tightly closed. Control spills and waste,
disposing of them using safe methods (section 6). Prevent free spillage from the container. Maintain order and cleanliness
where hazardous products are handled.

B.-Technical recommendations for the prevention of fires and explosions.
Non-flammable product under normal storage, handling, and use conditions. It is recommended to transfer at slow speeds
to avoid the generation of electrostatic charges that could affect flammable products. See section 10 for conditions and
materials to avoid.

C.-Technical recommendations to prevent ergonomic toxicological risks.
For exposure control, see section 8. Do not eat, drink, or smoke in work areas; wash your hands after each use, and remove
contaminated clothing and protective equipment before entering eating areas.

D.- Technical recommendations to prevent environmental risks

It is recommended to have absorbent material near the product (see section 6.3)

Conditions for safe storage, including any incompatibilities:

7.2 A.-Technical storage measures
ITC (RD379/2001): MIE-APQ-1
Classification: B2
Minimum 50C
temperature: 500C
Maximum
temperature:

B.-General storage conditions.

Avoid sources of heat, radiation, static electricity, and contact with food. For additional information, see the section.
10.5

7.3 Specific end uses:
Except for the indications already specified, no special recommendations are necessary regarding the uses of this product.
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SECTTON 8: EXPOSURE CONTROLS/PERSONAL PROTECTION

8.1

Control parameters:

Substances whose occupational exposure limit values must be controlled in the work environment (INSHT2015): Qils: VLA-
ED=5mg/m3, VLA-EC=10mg/m3

DNEL(Workers):

Not relevant

DNEL(Population):

Not relevant

PNEC:

Not relevant

8.2

Exposure controls:

A.-General safety and hygiene measures in the work environment:
As a preventive measure, the use of basic personal protective equipment (PEE) with the corresponding CE marking in accordance with Royal
Decree 1407/1992 and subsequent amendments is recommended. For more information on PPE (storage, use, cleaning, maintenance,
protection class), consult the information leaflet provided by the PPE manufacturer. The instructions contained in this section refer to the pure
product. Protective measures for the diluted product may vary depending on its degree of dilution, use, application method, etc. To determine
the obligation to install emergency showers and/or eyewash stations in warehouses, the regulations regarding the storage of chemical
products applicable in each case must be taken into account. For more information, see sections 7.1 and 7.2.

All information included here is a recommendation and must be implemented by occupational risk prevention services, as they are
unaware of any additional preventive measures the company may have in place.

Self-filtering particle mask

Mandatory use of CAT I

masks

Replace when increased breathing resistance is

EN149:2001+A1:2009 -
noticed.

C.-Siecific hand irotection.
Replace gloves at any sign of deterioration. For
Protective gloves against mino prolonged periods of exposure to the product,
risksg 9 professional/industrial users are advised to use CE III
gloves, in accordance with EN420 and EN374
Mandatory hand CAT I standards.
protection
D.-Eie and facial irotection
Panoramic glasses against Clean daily and disinfect periodically according to
splashes ang Jor ro'c-.?ctions EN166:2001 the manufacturer's instructions. Recommended for
P proj ENISO4007:2012 use in cases of splashing hazard.
Mandatory face CAT I
protection
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E.-Body protection

EN1149-1:2006

EN1149-2:1997
Antistatic and flame- EN1149-3:2004 Limited protection against flame
retardant protective EN168:2001 P 9 .

Mandatory body garment ENISO14116:2008/AC:2009

protection CAT n EN1149-5:2008

Safety footwear with C € . .
o . CAT 11 EN13287:2008 Replace boots at any sign of deterioration.
antistatic pro_pemes and ENISO20345:2011
heat resistance

ANSIZ358-
1
1SO3864-
1:2002

Emergency shower

Eyewash

Environmental exposure controls:

Under EU environmental protection legislation, it is recommended that the product and its packaging not be released into the
environment. For further information, see section 7.1.D.

Volatile organic compounds:

In application of RD117/2003 and subsequent amendments (Directive 2010/75/EU), this product has the following
characteristics:
COV(Supply): 39% weight

VOC concentration at 20°C: Not relevant
Average carbon number: Not relevant

Average molecular weight: not relevant
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9: PHYSICAL AND CHEMICAL PROPERTIES

Basic physical and chemical properties information:
For complete information see the product data sheet:

Physical appearance:

Physical state at 20°C: Aerosol

Appearance: Not Determined

Color/Odor: Not determined
Volatility:

Boiling point at atmospheric pressure: -1°C (propellant)
Vapor pressure at 20°C: Not relevant

Evaporation pressure at 50°C: Not relevant
Evaporation rate at 20°C: <300kPa (Not relevant)

Product characterization:

Density at 20°C: Not relevant

Relative density at 20°C: Not applicable*
Dynamic viscosity at 20°C: Not relevant*
Kinematic viscosity at 20°C: Not relevant*
Kinematic viscosity at 40°C: Not relevant*
Concentration:Not relevant

Ph: Not relevant

Vapor density at 20°C: not relevant*
Partition coefficient: n-octanol/water at 20°C: Non-applicable*

Solubility in water at 20°C: Not relevant*
Solubility property: Not relevant*
Decomposition temperature: not relevant*
Melting point/freezing point: not relevant*
Container pressure: not relevant*

Inflammability:

Flash point: Auto-ignition -60°C (propellant)
temperature: Lower flammability 287°C (propellant)
limit: Upper flammability limit: Not relevant*

9.2 Other information: Not relevant*

Surface tension at 20°C:
Refractive index: Not relevant*
Not relevant*

*Not relevant due to the nature of the product, not providing information characteristic of its danger.
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SECTION 10: STABILITY AND REACTIVITY

10.1

11.1

Reactivity:
No hazardous reactions are expected if the technical instructions for chemical storage are followed. See section 7.

Chemical stability:

Chemically stable under the indicated conditions of storage, handling and use.

Possibility of dangerous reactions:

Under the conditions indicated, no dangerous reactions that could produce excessive pressure or temperatures are expected.
Conditions to avoid:

Applicable for handling and storage at room temperature:

Not applicable Not applicable Risk of inflammation Avoid direct incidence Not applicable

Incompatible materials:

Not applicable Not applicable Avoid direct incidence Not applicable Avoid strong alkalis or bases

Hazardous decomposition products:

See sections 10.3, 10.4, and 10.5 for specific decomposition products. Depending on the decomposition conditions, complex mixtures
of chemicals may be released: carbon dioxide (CO2), carbon monoxide, and other organic compounds.

SECTION 11: TOXICOLOGICAL INFORMATION

Information on toxicological effects:

There are no experimental data available on the product itself regarding toxicological properties.

Dangerous health effects:

In case of repeated, prolonged exposure or at concentrations higher than those established by occupational exposure limits,

adverse health effects may occur depending on the route of exposure:

A.-Ingestion (acute hazard):
- Acute toxicity: Based on available data, the classification criteria are not met, and no substances are classified as hazardous if
ingested. For further information, see section 3.

- Corrosiveness/Irritability: Based on available data, the classification criteria are not met, and no substances are classified as
hazardous due to this effect. For further information, see section 3.

B- Inhalation (acute hazard):
- Acute toxicity: Based on available data, the classification criteria are not met, and no substances are classified as hazardous by
inhalation. For further information, see section 3.

- Corrosiveness/Irritability: Based on available data, the classification criteria are not met, and no substances are classified as
hazardous due to this effect. For further information, see section 3.

C- Contact with skin and eyes:

- Skin contact: Based on available data, the classification criteria are not met, and no substances are classified as hazardous by skin
contact. For further information, see section 3.
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SECTION 11: TOXICOLOGICAL INFORMATION (continued)

- Eye contact: Based on available data, the classification criteria are not met, and no substances are classified as hazardous
due to this effect. For further information, see section 3.

D-CMR effects (carcinogenicity, mutagenicity and reproductive toxicity):
- Carcinogenicity: Based on available data, the classification criteria are not met, and no substances are classified as hazardous

due to the effects described. For further information, see section 3.
- Mutagenicity: Based on available data, the classification criteria are not met, and no substances are classified as hazardous

due to this effect. For further information, see section 3.
- Reproductive toxicity: Based on available data, the classification criteria are not met, and no substances are classified
as hazardous due to this effect. For further information, see section 3.
E- Sensitization effects:
- Respiratory: Based on the available data, the classification criteria are not met. No substances classified as hazardous have
sensitizing effects above the limits set out in section 3.2 of Regulation (EC) 2015/830. For further information, see sections 2,

3, and 15.
- Cutaneous: Based on available data, the classification criteria are not met, and no substances are classified as

hazardous due to this effect. For further information, see section 3.
F- Specific target organ toxicity (STOT) - single exposure:
Based on the available data, the classification criteria are not met, and no substances are classified as hazardous due to this
effect. For further information, see section 3.
G-Specific target organ toxicity (STOT) - repeated exposure:
- Specific target organ toxicity (STOT) - repeated exposure: Based on available data, the classification criteria are not met,

and no substances are classified as hazardous due to this effect. For further information, see section 3.
- Skin: Based on available data, the classification criteria are not met, and no substances are classified as hazardous due to this

effect. For further information, see section 3.

H-Aspiration Hazard:
Based on the available data, the classification criteria are not met; however, it contains substances classified as hazardous due
to this effect. For further information, see section 3.

Additional information:

Not relevant

Specific toxicological information on substances:

Whitemineraloil, 7 <v<=20.5mm2/s(40°C) 5100mg/kg
CAS:8042-47-5 Not relevant
CE:232-455-8

Not relevant
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SECTION 12: ECOLOGICAL INFORMATION

No experimental data are available on the mixture itself regarding its ecotoxicological properties.
12.1 Toxicity
Not determined

12.2 Persistence and degardability
Not determined

12.3 Bioaccumulation potential
Not determined

12.4 Mobility in the soil
Not determined

12,5 Results of PBT and vPvB assessment
Not determined

12.6 Other adverse effects
Not described

SECTION 13: DISPOSAL CONSIDERATIONS

13.1 Methods for waste treatment:

160504* Gases in pressure vessels (including halons) containing hazardous substances Dangerou

Type of waste (Regulation (EU) No 1357/2014):
HP3 Flammable

Waste management (disposal and recovery):

Consult the authorized waste manager for recovery and disposal operations in accordance with Annex 1 and Annex 2 (Directive
2008/98/EC, Law 22/2011). According to codes 1501(2014/955/EU), if the packaging has been in direct contact with the product, it
must be managed in the same way as the product itself; otherwise, it must be treated as non-hazardous waste. Disposal of the
packaging into waterways is not recommended. See section 6.2.

Legislative provisions related to waste management:
According to Annex II of Regulation (EC) No 1907/2006 (REACH), the Community or State provisions related to waste
management are collected.

Community legislation: Directive 2008/98/EC, 2014/955/EU, Regulation (EU) No 1357/2014
National legislation: Law 22/2011
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SECTION 14: TRANSPORT INFORMATION

Land transport of dangerous goods:
In application to ADR2015 and RID2015:

14.1 UN number: UN1950
14.2 DesignationUnited Nations Flammable aerosols
Transport Officer
United:
14.3 Transport hazard class(es): 2
Tags:
Packing group: 21
14.4 Environmental N/A
14.5 hazards: No

14.6 Special precautions for users

Special provisions: 190,327,344,625
Tunnel restriction code: Physical- D

chemical properties: See section 9
Limited quantities: 1L

14.7 Transport in bulk in
accordance with Annex II of
MARPOL 73/78 and the IBC

Code: Not relevant

Pagel10/12



Lubricant Spray PUBLICATION DATE: 04/15/2011
BTE C H Safety data sheet REVIEW DATE: 03/22/2024
according to 1907/2006/EC (REACH), REVISION NUMBER: 05

453/2010/EC, 2015/830/EU

SECTION 15: REGULATORY INFORMATION

15.1

Safety, health and environmental regulations and legislation specific to the substance or mixture:
Candidate substances for authorisation under Regulation (EC) 1907/2006 (REACH): Non-applicable

Substances included in Annex XIV of REACH (Authorisation List) and expiry date: Not relevant

Regulation (EC) 1005/2009 on substances that deplete the ozone layer: Non-applicable

Active substances which have been included in Article 95 of Regulation (EU) No 528/2012: Non-applicable REGULATION
(EU) No 649/2012, regarding the export and import of dangerous chemical products: Non-applicable Restrictions on the

marketing and use of certain dangerous substances and mixtures (Annex XVII of
REACH Regulation):

Not relevant
Specific provisions on the protection of persons or the environment:

It is recommended that the information compiled in this safety data sheet be used as input for a risk assessment of local
circumstances in order to establish the necessary risk prevention measures for the handling, use, storage, and disposal of this
product.

Other legislation:

Regulation (EC) No 1272/2008 of the European Parliament and of the Council of 16 December 2008 on classification, labelling and
packaging of substances and mixtures, amending and repealing Directives 67/548/EEC and 1999/45/EC, and amending Regulation
(EC) No 1907/2006

Council Directive 75/324/EEC of 20 May 1975 on the approximation of the laws of the Member States

Members on aerosol generators

Commission Directive 2008/47/EC of 8 April 2008 amending, for the purpose of adapting to technical progress, Directive

75/324/EEC of the Council on the approximation of the laws of the Member States relating to aerosol dispensers. Commission Directive
94/1/EC of 6 January 1994 on the technical adaptation of Council Directive 75/324/EEC on the approximation of the laws of the Member
States relating to aerosol dispensers

Royal Decree 1381/2009, of August 28, establishing the requirements for the manufacture and marketing of aerosol generators.

Royal Decree 473/2014, of June 13, amending Royal Decree 1381/2009, of August 28, establishing the requirements for the
manufacture and marketing of aerosol generators.

Commission Directive 2013/10/EU of 19 March 2013 amending Directive 75/324/EEC on the approximation of the laws of the Member
States relating to aerosol dispensers in order to align its labelling provisions with Regulation (EC) No 1272/2008 of the European
Parliament and of the Council on classification, labelling and packaging of substances and mixtures.

15.2 Chemical safety assessment

The supplier has not carried outchemical safety assessmet
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SECTION 16: OTHER INFORMATION

Legislation applicable to safety data sheets:

This safety data sheet has been developed in accordance with ANNEX II - Guide for the preparation of Safety Data Sheets of
Regulation (EC) No. 1907/2006 (Regulation (EU) No. 453/2010, Regulation (EU) No. 2015/830)

Changes to the previous safety data sheet affecting risk management measures:

Not relevant

Texts of the legislative phrases contemplated in section 2:

H229: Pressurized container: May burst if heated

H222: Extremely flammable aerosol

Texts of the legislative phrases contemplated in section 3:

The phrases indicated do not refer to the product itself, they are for information purposes only and refer to the individual
components listed in section 3.

Regulation No 1272/2008(CLP):

Asp.Tox.1: H304-May be fatal if swallowed and enters airways

Classification procedure:Aerosol

1: Calculation method

Training tips:

Minimum training in occupational risk prevention is recommended for personnel who will be handling this product, in order to
facilitate understanding and interpretation of this safety data sheet, as well as the product labeling.

Main bibliographic

sources:http://esis.jrc.ec.europa.euhtt

p://echa.europa.eu

http://eur-lex.europa.eu

Abbreviations and acronyms:

-ADR: European Agreement concerning the International Carriage of Dangerous Goods by Road
-IMDG: International Maritime Dangerous Goods Code
-IATA: International Air Transport Association

-ICAO: International Civil Aviation Organization

-COD: Chemical Oxygen Demand

-DBO5: Biological oxygen demand at 5 days

-BCF: bioconcentration factor

-LD50: lethal dose 50

-LC50: lethal concentration 50

-EC50: effective concentration 50

-Log POW: logarithm of octanol-water partition coefficient
-Koc: organic carbon partition coefficient

The information contained in this Safety Data Sheet is based on sources, technical knowledge, and current European and national legislation, and its accuracy cannot be guaranteed. This information
cannot be considered a guarantee of the product's properties; it is simply a description of safety requirements. The methodology and working conditions of users of this product are beyond our
knowledge and control. It is always the user's ultimate responsibility to take the necessary measures to comply with legislative requirements regarding the handling, storage, use, and disposal of
chemical products. The information in this Safety Data Sheet only refers to this product, which must not be used for purposes other than those specified.
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