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Surgical straight and  

contra-angle handpieces  

> New ergonomic design 

> Scratch-resistant surface 

> First surgical speed increasing contra-angle handpiece with 45° head 
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Oral surgery and Implantology 
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Impressive advantages –  

great benefits 

Innovative performance features 
 

The W&H product portfolio for surgical straight and contra-angle 

handpieces has been expanded and particularly impresses with its 

ergonomics, a mini-LED+ with daylight quality, flexible cooling using 

replaceable spray clips, a scratch-resistant surface coating and the first 

contra-angle handpiece with a 45° head. All straight and contra-angle 

handpieces can be dismantled. 
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Ergonomic design 

> Fatigue-free operation 

> Perfect finger positioning, ()  

for left-handers and right-handers alike 

Fatigue-free operation 

 

 

 
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Optimal illumination 

> Mini LED+ and generator  

only half the size of a  

standard LED 

Beste Sichtverhältnisse 

> Mini LED+ very close to the tip, for 

extremely good illumination of the 

surgical site 
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Spray clip for left and right 

> Can be individually adapted for optimal view of the surgical site 

> External coolant tube outside of finger positioning for problem-free 

control of the contra-angle handpiece 

Flexible cooling 
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Scratch-resistant surface 

> Improved hygiene thanks to simpler 

cleaning 

> Improved retained value 

 

Perfect hygiene 
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Revolution starts in the head 

> No deformation or jamming  

 of rotary instruments 

 

> Patent pending 

 

> Future-proof solution 
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Perfect cleaning 

> Easy cleaning, dismantled without tools 
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Easy to dismantle 

dismantle reassemble 

Contra-angle handpiece 
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Easy to dismantle 

dismantle reassemble 

Handpiece 
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> Combines the advantages of a straight handpiece 

with those of a contra-angle handpiece 

> Quick and efficient working guaranteed by a ratio of 

1:2.7 

> Speeds of up to 135,000 rpm of rotating instruments 

> 3x spray for perfect cooling  

For tight squeezes – the first  

contra-angle handpiece  

with 45° head 
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> Considerably better access to 

molars and improved view  

of the treatment site  

> Perfect contra-angle  

handpiece for surgical  

wisdom tooth extractions  

and apical resections 

For tight squeezes – the first  

contra-angle handpiece  

with 45° head 
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Straight handpieces 

S-11 

> 1:1  

> Bur Ø 2,35 mm, L = 45 mm  

   (also Stryker system) 

> External spray  

> Maximum drive speed 50.000 rpm 

 

S-11 L G  

> Mini-LED+ and generator 

> 1:1  

> Bur Ø 2,35 mm, L = 45 mm  

   (also Stryker system) 

> External spray  

> Maximum drive speed 40.000 rpm 

ISO coupling 
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Angled handpieces 

S-9 

> 1:1  

> Bur Ø 2,35 mm, L = 45 mm  

   (also Stryker system) 

> External spray  

> Maximum drive speed 50.000 rpm 

 

S-9 L G  

> Mini-LED+  and generator  

> 1:1  

> Bur Ø 2,35 mm, L = 45 mm  

   (also Stryker system) 

> External spray  

> Maximum drive speed 40.000 rpm 

ISO coupling 
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Handpieces 

S-10 

> 1:1  

> Bur Ø 2,35 mm,  

 L = 70 mm  

> External spray  

> Maximum drive  

 speed 50.000 rpm 

S-12 

> 1:2  

> Bur Ø 2,35 mm,  

 L = 70 mm  

> External spray  

> Maximum drive  

 speed 40.000 rpm 

ISO coupling 

S-15 

> 1:1  

> Bur Ø 2,35 mm,  

 L = 45 mm  

   (also Stryker system) 

> External spray  

> Maximum drive  

 speed 30.000 rpm 

 



19 

Contra-angle handpieces 

 

WS-75 

> 20:1  

> Bur Ø 2,35 mm,  

 Schafthärte >50 HRC 

> Innenkühlsystem Kirschner/Meyer 

> External spray  

> Maximum drive speed 50.000 rpm 

WS-75 L G 

> Mini-LED+  and generator  

> 20:1  

> Bur Ø 2,35 mm,  

 Schafthärte >50 HRC 

> Innenkühlsystem Kirschner/Meyer 

> External spray  

> Maximum drive speed 40.000 rpm 

 

ISO coupling 
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Contra-angle handpieces 

 

WS-56 

> 1:1  

> Bur Ø 2,35 mm 

> External spray  

> Maximum drive speed 50.000 rpm 

 

WS-56 L G 

> Mini-LED+  and generator  

> 1:1  

> Bur Ø 2,35 mm 

> External spray  

> Maximum drive speed 40.000 rpm 

 

 

ISO coupling 
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Contra-angle handpieces 

 

WS-91 

> 1:2,7 

> Bur Ø 1,6 mm 

> 3-port External spray  

> Maximum drive speed 50.000 rpm 

WS-91 L G 

> Mini-LED+  and generator 

> 1:2,7 

> Bur Ø 1,6 mm 

> 3-port External spray  

> Maximum drive speed 40.000 rpm 

ISO coupling 
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Contra-angle handpieces 

WS-92   

> 1:2,7 

> Bur Ø 1,6 mm 

> 3-port External spray  

> Maximum drive speed 50.000 rpm 

WS-92 L G 

> Mini-LED+  and generator 

> 1:2,7 

> Bur Ø 1,6 mm 

> 3-port External spray  

> Maximum drive speed 40.000 rpm 

ISO coupling 
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